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the NEW door with a view 
to more useful charm! 



Louver-Fold Doors offer all of the well- 
known advantages of folding doors plus many 
exclusive features to be found in no other door. 
The imaginative architect and designer will find 
that Louver-Fold gives them many opportunities 
to create new and truly different interior designs. 

The unique construction of Louver-Fold 
Doors is achieved through the use of select 
veneers of rich wood, bonded into structurally 
rigid “Air Foil” louvers. These louvers present 
a striking contemporary texture that softens and 
enhances every Louver-Fold Door installation. 



The exclusive hollow-core construction of each 
8%" louver permits lighter weight and easier 
operation than any other wood folding door. 
Even the largest sizes operate smoothly and 
easily; require less ceiling reinforcement than 
other types. 

mobile door beauty 

Louver-Fold Doors, unlike ordinary folding doors, 
present a different appearance in each position: as the 
louvers rotate when the door is opened or closed, 
Louver-Fold changes from a “paneled wall” to a 
louvered screen to an unobtrusive, out-of-the-way 
stack against the jamb! No floor track to obstruct pass¬ 


age area! And Louver-Fold Doors will not “spring 
back when partially closed or stacked. 

EXCLUSIVE LOUVERED VIEW! 

Individual Louver-Fold Louvers are not connected 
at the edges. As the door is partially opened, each 
louver angles to allow see-through visibility in one 
direction, blocking it in the other. Either right or left 
views are available, permitting the enhancement of an 
attractive view or concealment of an unwanted scene. 
Partially opened, Louver-Fold has the appearance of a 

louvered divider and allows unrestricted air flow_a 

benefit of prime importance where the efficiency of 
heating or air conditioning systems must be considered. 

MORE EASILY INSTALLED 
AND MAINTAINED 

The lightweight construction of Louver-Fold Doors 
permits installation with less equipment and labor. 
Individual louvers can be replaced if ever damaged! 
Overhead track is all-steel; exposed hardware is of 
rich, golden anodized aluminum with self-lubricating 
nylon bushings. Four nylon wheels on each overhead 
carrier assure perfectly balanced track, glide and door 
positioning. 
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Versatile "louvered view" makes LOUVER-FOLD adaptable to use 
as an attractive paneled screen. 


Ua Mum a 


A wide range of new uses are available to the archi¬ 
tect due to Louver-Fold Door’s exclusive design. In 
residential or commercial applications, Louver-Fold 
Doors perform extra duty as louvered, see-through 
room dividers, or as vision-baffles allowing full venti¬ 
lation while obscuring unwanted views. Duplex wood 
veneers can be obtained for special effects. No other 
folding door does so many jobs . . . and does them 
so well! 


> 



Warm paneled appearance makes LOUVER-FOLD ideal for distinctive 
closet closures. 
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STOCK OR CUSTOM DOORS 


Stock Louver-Fold doors are available in 6' 8" heights 
in six widths: 2' 4", 2' 6", 2' 8", 3' 0", 3' 6" and 4' 0". All 
stock doors are furnished in Philippine Mahogany either 
unfinished or clear satin-finished. 

Custom Louver-Fold doors are furnished in widths from 
2' 4 " to 24' 0" (write for information on wider sizes) and 
in any height up to 10'. Philippine Mahogany, Birch, Oak 
and Walnut are available on custom order. Louver-Fold 
Custom doors may be ordered unfinished, enameled, 
stained — or in clear satin — finish. 

Both Custom and Stock doors are furnished in either 
right or left louver view. 


STANDARD COLORS 


100W Clear 

340 

Sky Blue 

310 

White 

341 

Turquoise 

314 

Antique White 

359 

Mocha Tan 

303 

Ivory 

360 

Citron Yellow 

329 

Mist Green 

362 

Carnation Pink 

328 

Gray Green 

374 

Gray 



Unique louvered construction adds graciously to "open area" plans — 
allows complete closure when desired. 
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LOUVER-FOLD 



SPECIFICATIONS 


GENERAL: Folding Doors and Room Dividers shall be 
of wood veneer hollow-core “Air Foil” shaped louvers 
as manufactured by Consolidated General Products, 
Inc. and complying with following specifications. Each 
louver shall be independently attached to pantographic 
extension arms. Louvers move in unison. Doors shall 
be suspended from overhead track and no guides or 
track at the floor when used, shall extend beyond door 
stack. 

TRACK AND HANGERS: Track shall be 1" x 1" 
rolled from not less than .025" rust and corrosion re¬ 
sistant coated steel. All track shall be pre-lubricated 
at the factory. Hanger assemblies shall be of the double 
trolley type, constructed of 16-gauge steel for maximum 
strength and supplied with four-flanged self-lubricating 
nylon rollers for smooth, silent operation. 


Mechanism-Installation Detail: Doors With Bottom Control Bracket 


Furnished on doors up to Scale all Drawings: 3 /i 6 "=1" 

approximately 8' wide. 



INSTALLATION ON WOOD FRAME - BOTTOM MECHANISM - TOP VIEW 
(Right Louver View) 



TOP AND BOTTOM INSTALLATION 
BRACKET AND TRACK POSITIONS 
(End View) 



BOTTOM CONTROL BRACKET - End View 
showing bottom hardware clearance above 
sub floor on standard 3 A" allowance door. 



How to Specify Louver View 

Louver-Fold doors are made with either a left louver 
view or a right louver view. (Louver‘view is direction 
eye can see through door with door in louver position.) 
Select left or right louver view to give most advantageous 
view or privacy desired. Note: Louver view remains the 
same whether door is installed with stack at left or right 
of opening. Pairs of doors that louver all left or all right 
are made to overlap at center and are made without “U” 
type molding on leading panels. Pairs ordered with oppo¬ 
site louver-view, one right and one left, cannot be made 
to overlap and will be furnished with “U” type molding 
on lead panels to butt together at the center. 


INSTALLATION ON WOOD FRAME - BOTTOM MECHANISM - TOP VIEW 
(Left Louver View) 


Stack Space 

Louver-Fold doors require only 1 Vic" stack space for 
each panel in closure plus %" at installation point. No 
spring back! Overall thickness is only 8%" when folded. 
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PANELS: All louvers shall be made of select Vs" 
plywood bonded into hollow-core “Air Foil” shape with 
Urac 185 water resistant glue. Louvers shall be l A" 
thick at the edges, 1" thick at the center and 8 3 /s" 
wide. Louvers shall not be connected at the edges and 
shall rotate in unison through approximately 90° of arc 
when the door is opened or closed. With door in closed 
position, louvers shall contact each other and overlap 
at the edges for maximum privacy and sound deaden¬ 
ing. In partially open position, louvers shall angle with 
air space between to allow ventilation and view. (Spec¬ 
ify louver view desired — either left or right.) 

HARDWARE: All hardware shall be of anodized 
aluminum construction with the exception of steel 
track, 1 hangers and screws. All hinge links shall be 
fastened with anodized aluminum rivets with self-lubri¬ 
cating nylon bushings and washers to assure trouble- 
free, and quiet operation. Two 6" anodized aluminum 
handles, matching the hardware, shall be provided. 

MOLDINOS: One half-round 1" molding shall be 
supplied with each door for use in sealing stack side 
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ot door. The lead panel of door shall be supplied with 
a %"x IVs" “U” type molding providing for adjust¬ 
ment up to Vs" to compensate for variations in the 
door frame. (On pairs of doors with the same louver 
view no “U” molding is needed as lead panels overlap 
for complete closure.) 

Each LOUVER-FOLD door shall be furnished com¬ 
pletely fabricated ready for installation, with track, 
installation screws and instructions included in the 
carton. 

Specifications subject to change without notice. 

Sound Transmission: Louver-Fold Doors have satis¬ 
factorily passed test by Armour Research Foundation 
in accordance with ASTM E-90-55 testing procedure. 
Full report of decibel ratings available on request. 


Mechanism-Installation Detail: Doors With Partial Control Track 


—a-| 1-1/4" 



1-1/4" 


TOP AND BOTTOM INSTALLATION 
BRACKET TOP TRACK AND PARTIAL 



BOTTOM CONTROL TRACK —End View 
showing maximum clearance of bottom 
hardware above sub-floor on standard 
3 A" allowance door. (Bar Lock optional) 



TOP OF TRACK MUST EXTEND NO LESS 
THAN 5/16" ABOVE FINISHED FLOOR 

BOTTOM CONTROL TRACK-End View 
showing method of blocking up control 
track when extra thick floor covering 
is to be installed. Door height measure¬ 
ment should be made from top of 
block — not from sub-floor. 


Scale all Drawings: 3 /i6"=l" Furnished on doors 

wider than 8'. 



INSTALLATION ON WOOD FRAME-BOTTOM MECHANISM 
Top View Showing Control Track 



with single doors — provides up to %' 
adjustment to fit door to irregular open¬ 
ings V4" less than opening size or %" 
greater than opening size. For Pairs, See 
"How To Specify Louver View," Page 4. 


ALLOWANCES 

All doors are furnished approximately 
Vs" less in width and %" less in height 
than opening size ordered to provide 
for clearance. (See drawings "Bottom 
Control Brackets & Track") 


... more detail on nexr page 


HOW TO 
MEASURE 
FOR LOUVER¬ 
FOLD DOORS 
Note: Meas¬ 
urements must 
be accurate 
for proper in¬ 
stallation and 
operation. 


HEIGHT MEASUREMENT. The height 
measurement *‘H M is the distance from 
finished opening at top to finished 
floor. Louver-Fold Doors are made 
with an approximate 34" bottom 
clearance. 

WIDTH MEASUREMENT. The width 
measurement “W” is the distance from 
jamb to jamb. We recommend that 
width measurements be taken at top, 
center and bottom of opening to 
insure against irregularities. Q 
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SPECIFICATIONS 


continued 


OVERHEAD TRACK DETAIL 

Scale: 3 /ie"=l" 









Louver-Fold Doors are manufactured only by: 


$fuo6dcited te,: 


Executive Offices and Main Factory: 
Houston 8, Texas 




Detail drawings presented here 
represent most installation re¬ 
quirements. Write for information 
on installations not covered here. 
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For Low-Cost Installations 

SPECIFY 
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ADD BEAUTY 
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GENERAL DESCRIPTION: 

VENI-FLEX Folding Doors are made from select 
Northern Basswood slats expertly woven with heavy seine 
twine into a decorative and functional wood fabric. Stand¬ 
ard models use %" x Vio" slats; Deluxe models feature the 
new %" x Vio" slat for a softer, more attractive appearance. 
VENI-FLEX doors operate smoothly and quietly on nylon 
rollers in the exclusive “Rol-Trak” which features an in¬ 
tegral valance to eliminate light space between fabric and 
track. The casual textured background offered by VENI- 
FLEX harmonizes gracefully with the most distinctive 
interior decoration. 



COLORS: 

VENI-FLEX Doors are available in Clear Natural 
lacquer finish or in these standard enamel colors: 

Red Cocoa Gray Light Green Off-White 

Blue Cream Alice Blue Apple Green White 

In addition, stain lacquer finish is available in: 

Dark Walnut Mahogany Maple 

Also, three oil stain colors are offered: 

Cairo Cream Tan Natural Redwood 

Special Colors are available at slight extra cost. Doors 
with prime coat only can be obtained at slightly lower cost. 


CONVENIENCE - ECONOMY 


Now, with Veni-Flex Folding Doors, you can achieve 
greater decorative appeal combined with engineered con¬ 
venience. And Veni-Flex allows full use of all available 
room — space-consuming door swing is completely elimi¬ 
nated, saving as much as eight square feet of valuable floor 
space per opening. 

For “open-area planning,” Veni-Flex offers many advan¬ 
tages: family areas or activity areas can be screened off 
without sacrificing needed ventilation; small Veni-Flex 
“stack space” doesn’t steal floor space when doors are 
opened; Rol-Trak may be mounted directly to the ceiling 
to eliminate expensive over-door construction. 

Specify Veni-Flex Folding Doors — you’ll get the most 
in quality materials, fine workmanship by American crafts¬ 
men, and precision engineering. 

VENTILATION: 

The ventilation allowed by the slight space between the 
slats of a Veni-Flex door is a real boon to modern home¬ 
makers, particularly in areas where mildew is a problem. 
For closets, Veni-Flex allows sufficient ventilation to stop 
damaging mildew. And for air-conditioned houses, Veni- 
Flex doors and room dividers are ideal: the free passage 
of cool air is not materially impeded by the fine Veni-Flex 
woven wood fabric. 


SPECIFICATIONS: 

Veni-Flex Folding Doors and Room Dividers as indi¬ 
cated shall be of %" (or %") x Vio" kiln dried Northern bass¬ 
wood slats woven with #15 cable laid heavy duty seine 
twine to provide flexibility and ventilation, as manufactured 
by Consolidated General Products, Inc. Doors shall be 
suspended from swivel type nylon rollers attached to bronze 
finish aluminum hangers, securely riveted (not stapled) to 
fabric, operating in corrosion-resistant coated steel track 
with integral valance mounted overhead. All tracks shall 
be pre-lubricated at factory. Doors shall be equipped with 
magnetic catch inset in lead molding and shall be finished, 
stained, or lacquered as individually specified. (Optional: 
Doors for curved areas shall be furnished with heavy 
aluminum “I” beam tracks and swivel-type nickel-plated 
steel rollers.) 


STANDARD EQUIPMENT: 

All Veni-Flex single doors and room dividers are indi¬ 
vidually cartoned, complete with all operating hardware, 
track, screws and anchor molding for securing one side of 
door to jamb, casing or wall. Two plastic handles, magnetic 
catch, and all necessary screws are also furnished. Complete 
installation instructions are included in each carton. Veni- 
Flex doors are also available as follows: (1) Prime Coat 
only, (2) With double stile moldings for “free” door, 
(3) Anchor moldings omitted. 
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IMPORTANT: Veni-Flex doors and room dividers should 
be ordered for the full opening in which they are to be 
installed and the full opening measurements both in width 
and height should be given. They are supplied to fit such 
space with 12 to 15 per cent fullness and with %" operating 
clearance at floor level. 

SINGLE DOOR OR ROOM DIVIDER - Veni-Flex doors are 
supplied so that they can be used for either left hand or 
right hand opening. The left hand door anchors at the left 
and stacks at the left. The right hand door is just the 
opposite. 

STOCK DOORS OR STOCK ROOM DIVIDERS - Stock 
doors or stock room dividers are supplied in 6' 8" and 8' 0" 


opening heights only. They are supplied in opening widths 
of 2'0", 2' 4", 2’ 6", 2’ 8", 3'0", 3'6", 4' 0" and 5'0", 
6'0", 7' 0", 8'0", 9'0" and 10'0". 

SPECIAL DOORS OR ROOM DIVIDERS - Veni-Flex spe¬ 
cial doors or room dividers are supplied in opening heights 
of 2’ 0" to 10' 0" and in any opening width desired. The 
size of the stack when the door is fully opened is approxi¬ 
mately 1%" per foot of opening width on both stock and 
special doors. 

DOUBLE DOORS OR ROOM DIVIDERS - These units are 
supplied in stock and custom sizes. The stack size “S” is 
approximately 1%" per foot of opening width when the 
door is completely open. 



NEW 

NYLON ROLLERS 

Rugged, self - lubricating 
nylon rollers, operating 
in the sturdy steel "Rol- 
Trak," give longer roller 
life, smoother operation, 
eliminate need for fre¬ 
quent lubrication. 



*1* BEAM 
TRACK 

To install your Veni-Flex 
doors on a curve, specify 
"I" Beam Track. All neces¬ 
sary hardware, brackets 
and components are fur¬ 
nished. 



NEW MAONETIC 
CATCH 

All Veni-Flex Folding 
Doors are equipped with 
permanent hard-holding 
INDOX I magnet with 
10-lb. pull to insure com¬ 
plete closure. Releases 
with an easy twist. 
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LOUVER-FOLD AND VENI-FLEX Folding Doors are manufactured exclusively by: 
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CONSOLIDATED GENERAL PRODUCTS. INC. 


Executive Offices and Main Factory: 2401 Nicholson, P. O. Box 7425: Houston 8, Texas 




Branches in; Dallas, New Orleans, Atlanta, Tampa, Melrose Park, HI. Saddle Brook, N. J. and Waukesha, Wis. 
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